CUT END OF TEE AS SHOWN

WATER STOP

SEE NOTE 2 (2/3 OF PIPE DIAMETER

( _
0

PIPE TO BE LOCATED AS CLOSE AS

TWO 127 LENGTHS OF POSSIBLE TO M.H. WALL. SECURE TO

STRAIGHT PIPE WITH BELL WALL WITH 316 STAINLESS STEEL
CLAMPS AT 6" 0.C. MAX. (REMOVABLE)

OR BAND SEAL COUPLING. 2 ANCHORED WITH 316 STAINLESS STEEL
NON—SHRINK GROUT ——— BOLTS.

ALL AROUND 24" MIN-

ELBOW EMBEDDED IN CONCRETE AT |~ / C
45° TO MAIN SEWER FLOW.

C0.10° MAX

FOR INSTALLATION IN EXISTING
MANHOLES. CHANNEL AND MANHOLE SECTION
GROUT AS DIRECTED. N.T.S.
TOP 1/2 PIPE REMOVED
BEYOND ELL.
NOTE:
1. ALL INSIDE DROP PIPING TO BE SAME BLAN
SIZE AND MATERIAL AS EXTERNAL PIPE, NT.S
UNLESS APPROVED BY DISTRICT.
2. AN APPROVED WATER STOP SHALL 2 > 2
BE INSTALLED ON ALL FLEXIBLE PIPE WEST EBAY
ENTERING OR EXITING MANHOLE. SANITARY DISTRICT
3. SEE DETAIL 3 AND 4 FOR MANHOLE STANDARD INSIDE DROP MANHOLES
DETAIL. (4", 8” AND 8" DIAMETER PIPES ONLY)
APPROVED BY:
/S/ — SERGIO RAMIREZ 06—28-23 5
GENERAL MANAGER DATE:
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